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TDS-AP3 ALUMINUM
LDPE BUBBLE

Composition

Bubble LDPE description

Number of layers: 2
Coextrusion bubble: 40 gr/m2
Bubble diameter: 10 mm
Bubble high: 4,2 mm
Extrusion tolerance: +/- 5%
Material: LDPE (100% Recyclable)
Mix per portion: 75% LDPE + 25% LNPE
Flow index: ,75/2,75G/10’ at 190 ºC
Density: 0,923 g/cm3

Third layer

Duplex aluminum: 8µ ALU + 27µ LDPE

Other features

Pressure resistance: 2500 kg
Chemicaly neutral
Isolation properties
Friendly with environment

Aluminum-mechanical features
RESISTANCE TO TRACTION (MPa) ELONGATION

ALLOY STATE THICKNESS (mm) MIN MAX % Min

Aluminum

O

0.006 0.009 50 95 1
0.010 0.024 55 100 2
0.025 0.040 60 105 4
0.041 0.089 65 105 8

0.090 0.0139 70 105 22
0.140 0.200 70 105 26

H18

160
160
160
160
160
160

0.006 0.009
0.010 0.024
0.025 0.040
0.041 0.089

0.090 0.0139
0.140 0.200

*according to EN 1002 and EN 546
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TDS-AP3 ALUMINUM
LDPE BUBBLE

Speci�c features

STATE DEGREASED ADHESIVITY (Max.)
1 m.AO

Porosity

THICKNESS (mm) PORE /2
e < 0.007 500
e < 0.008 400
e < 0.009 200
e < 0.010 100
e < 0.012 30
e < 0.015 20
e < 0.018 5
e < 0.018 0

Bubble LDPE description

Si Fe Cu Zn TOTAL

OTHERS

Min.
Max.

0.05 0.7
0.3 1.3 0.05 0.1 0.05 0.15

*according to International Norm of Aluminum in contact with foo: EN 602, 94/62/CE, U.S.A
CONEG and FDA: cfr 21 Nº 178 3910 about lamination oils.

Thickness

AVERAGE PER BATCH
> 3.000 kg

+/- 5%
> 3.000 kg

+/- 4%

PUNCTUAL
Remaining

+/- 8%
90%

+/- 6%0.0063 - 0.020

THICKNESS (mm)

*according EN 546 3


